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• Bright 6-digit LED main 
display and secondary unit 
display with relay status in-
dicators

• 1/8 DIN enclosure with 
NEMA 4X faceplate and 
shallow depth case

• 32-point linearization func-
tion for volumetric tank 
measurement

• Non-volatile memory with 
security password protect-
ed lock out

• Isolated 4-20 mA repeater 
output with 40 mA internal 
power supply

Features & Benefi ts Specifi cations

DataView II™ Advanced Meter and Controller

The general purpose meter displays engineering units with one 
4-20 mA or 0-10VDC transmitter input channel and is offered in 
three confi gurations with optional 2 or 4 relays, 4 or 8 set points 
and an isolated 4-20 mA repeater.  Each relay can be confi gured 
on a single set point or latched on two set points for automatic fi ll 
or empty control including duplexing. For fi eld mount installations, 
order the single or two meter NEMA box.. 

DataView II Description

1

Dispaly Type LED, 6-digit
Display Units Engineering
Decimal Point Floating
Display Output -99999 to 999999

Display Height Main: 0.6” (15 mm) high
Second: 0.46” (12 mm) high

LED Indication Relay Status
User Interface Four Push Button
Linearization 2-32 point function
Memory Non-volatile
Sensor Input (1) 4-20 mA or 0-10 VDC transmitter
Supply Voltage 85-265 VAC @ 50-60 Hz
Consumption 20 watts maximum
Sensor Supply 24 VDC +/- 5% @ 200 mA
Repeater Output 4-20 mA, 24 VDC +/- 5% @ 40 mA

Contact Type 12_1: (2) SPDT (Form C)
14_1: (4) SPDT (Form C)

Contact Rating 3A @ 30 VDC or 250 VAC resistive 
load

Ambient Type F: -40° to 149°
C: -40° to 65°

Enclosure Type 1/8 DIN panel meter
Enclosure Rating NEMA 4X (IP65) faceplate
Enclosure Material Polycarbonate
Compliance CE: EN61010-1:2001
Classifi cation General purpose
Approvals cULus, UL508

www.fl owlineoptions.com
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Ordering Information
FLO-CORP MODEL NUMBER BUILDER                                 For Assistance Call 330.468.0180

LI55 1
Use the diagram below, working from left to right to construct your Flo-Corp Model Number.  
Simply match the category number to the corresponding box number.

Example: LI55-1001 DataView II, Meter Only Confi guration, No 
Repeater Output

STANDARD 
MODEL #

1 2

REPEATER 
OUTPUT

1 CONFIGURATION(1)
0     Meter only
2     Meter with 2 relays
4     Meter with 4 relays 

1

2

1

0     No repeater
1     4-20 mA repeater
 

Ordering Notes
1) For fi eld mount installation in a NEMA 4X polycarbon-
    ate windowed enclosure, order the LM92-1001 (single 
    meter box) or the LM93-1001 (two meter box).

Specifi cations are subject to change without notice.
LM92 Shown LM93 Shown


