
DSLI90

• Multi-channel controller with 
4 input channels and 6 relay 
outputs

• Graphic tank display for bet-
ter process and machine vi-
sualization

• Takes less space and is 
more affordable than sepa-
rate PLC and Operator Inter-
faces

• First with removable              
MircoSD™ Memory

• Data logging using built-in 
MircoSD™  mass data stor-
age

• Small enough to fit in the 
palm of your hand and (only 
3.75”)

Features & Benefi ts Specifi cations

Commander™ Advanced Controller

As a compact, powerful controller - the Commander series 
can be used in literally thousands of applications. From OEM 
machine control to machine monitoring in a plant environment, 
the Commander series can be instrumental in keeping you or your 
customer’s automation activities running smoothly. The display is 
designed with an attractive look so it will fi t in with most panel or 
console designs.

Commander Description
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Dimensions

Display Type Graphic LCD, backlit
Display Pixels 128 x 64
Display Units Engineering
Decimal Point Floating
Display Output Numbers, text & graphics
Under Interface 20 push button
Linearization Volumetric, selectable, tank shapes
Internal Memory 256KB, non-volatile
Remove Memory MicroSD (128MB-1G) card compatible
Logic Scan Rate 1.2 mS/K 
Dimensions W: 3.7” x H: 3.7” x D: 2.5”
Weight 12.5 oz (0.354 kg)
Cut-Out 3.622” x 3.622”
Max. Panel Thickness 5mm
Supply Voltage 10-30 VDC @ 0.5A
Number of Channels 4
Sensor Inputs (1-4) 4-20 mA
Number of Outputs 6 Relays
Type Mechanical contact
Number of Commons 6
Max. Output Current 3A at 250 VAC, resistive
Max. Output Voltage 275 VAC, 30 VDC
Max. Switched Power 1250 VA, 150 W
Contact Type (6) SPDT (Form C)

Contact Rating 3A @ 30 VDC or 250 VAC resistive 
load

Ambient Temperature F: 32º to 122º
C: 0º to 50º

Enclosure Type 1/4 DIN panel meter with 35mm DIN 
rail

Enclosure Rating NEMA 4X (IP65) faceplate
Enclosure Material Polycarbonate
Relative Humidity 5 to 95% non-condensing
Compliance CE: EN6100-6-2:1999
Classifi cation General purpose
Certifi cations cULus, UL508
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DSLI90

Removable Mass Data Storage
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One of the first industrial products to include support for the 
latest standard in removable memory, MicroSD™. Capable 
of 1 GB of storage, you can use this additional memory to 
store process data, machine recipes and application files. 
(MicroSD™ card and card adaptor sold separately) 

Ordering Information
FLO-CORP MODEL NUMBER BUILDER					            For Assistance Call 330.468.0180

Commander Model Number: LI90-1001(1),(2)

Ordering Notes
1) This controller accepts MicroSD cards up to 1 GB. These memory cards 
    are sold separately.
2) For external loop power, order the LC95-1001 (120-240 VAC) power sup-
    ply (24 VDC @ 0.6A) 

Specifications are subject to change without notice.

Ph: 1.877.FLO.LINE
      1.877.(356.5463)
Fx:  330.468.0185

Flow Line Options Corp.
9009 S. Freeway Dr. #4
Macedonia, OH 44056

Tech Tip
Package the Commander with the external 
power supply rated 24 VDC @ 0.6A.  The rail 
mount power supply can support all transmitters 
used with the controller.

LC95-1001 
Shown


