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• Intrinsically safe transmitter 
for use in hazardous envi-
ronments

• LCD digital display indi-
cates level in inches or cen-
timeters

• EasyCal simple push but-
ton calibration for all user 
set points

• PP enclosure rated NEMA 
4X with rugged PVDF 
transducer 

• Adjustable deadband and 
range filters eliminate false 
echo returns

Features & Benefi ts Specifi cations

EchoTouch™ Ultrasonic Level Transmitter

CSA approved intrinsically safe for use in hazardous locations, 
the two-wire ultrasonic transmitter provides non-contact level 
measurement up to 18’ or 5.4m, and is ideally suited for challenging 
corrosive, slurry or waste liquids. Push button calibrated, the 
transmitter is typically selected for atmospheric bulk storage, day 
tank and waste sump applications located within a classifi ed area.  
Media examples include diesel fuel and sulfuric acid. 

EchoTouch Description
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Dimensions

Range 6” to 18’ (15cm to 5.4m)
Accuracy ± 0.25% of span in air
Resolution 0.125” (3mm)
Beam Width 8° Conical
Deadband 6” (15cm)
Display Type LCD, 4-Digit
Display Units Inch or cm
Memory Non-volatile
Supply Voltage 12-32 VDC
Signal Output 4-20 mA, Two-Wire
Single Invert 4-20 or 20-4 mA
Calibration Push button
Fail-Safety Reverts to safe state during echo-loss

Process Temperature F: -4° to 140°
C: -20° to 60°

Temp. Compliance Automatic

Ambient temperature F: -40° to 140°
C: -40° to 60°

Pressure
30 psi (2 bar) @ 25° C., derated @ 
1.667 psi (.113 bar) per °C.
above 25° C.

Enclosure Rating NEMA 4X (IP65)
Enclosure Material PP, UL94VO
Transmitter Material PVDF
Process Mount 2” NPT (2” G)
Mount Gasket Viton® (G version only)
Conduit Entrance Single, 1/2” NPT 
Classifcation Intrinsically Safe

Approvals
CSA: Class I, Groups A, B, C & D;
Class II, Groups E, F, and G;
Class III; T3C

Parameters CSA: Vmax < 32.0 V;
Imax < 130 mA; Ca = 0 µF; La = 0 µH

Certifi cates CSA: LR 79326
Compliance EN 61326 EMC
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Safety Barrier

Application Photos

2

Complete your intrinsically safe level transmitter package 
with an appropriate intrinsic safety barrier.  The LB10-1001 
intrinsic safety barrier is CSA approved and matches the 
entity parameters of the LU20-500I-IS ultrasonic transmitter.

Ordering Information
FLO-CORP MODEL NUMBER BUILDER					            For Assistance Call 330.468.0180

Use the diagram below, working from left to right to construct your Flo-Corp Model Number.  
Simply match the category number to the corresponding box number.
Example: LU20-5001-IS

    EchoTouch, 2” NPT Process Mount, Intrinsically Safe Transmitter

STANDARD 
MODEL #

LU20

1 PROCESS MOUNT(1)(2)
0     2” NPT (US)
6     2” G (Metric)	

Ordering Notes
1) For installation on open tanks, order the LM50-1001 
    (2” G) side mount bracket.
2) When used in hazardous environments, order the 
     LB10-1001 intrinsic safety barrier. 
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Specifications are subject to change without notice.

Ph: 1.877.FLO.LINE
      1.877.(356.5463)
Fx:  330.468.0185

Flow Line Options Corp.
9009 S. Freeway Dr. #4
Macedonia, OH 44056

LB10-1001
Shown

1
5 0 1 IS

LM50-1001
Shown

EchoTouch mounted on a 3” diameter 
PVC stilling well in a sewage lift station.

EchoTouch mounted on a cylindrical top tank 
with 2” NPT to 3” NPT reducer bushing.


