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Ordering Information
FLO-CORP MODEL NUMBER BUILDER            For Assistance Call 877.FLO.LINE

Use the diagram below, working from left to right to construct your Flo-Corp Model Number.  
Simply match the category number to the corresponding box number.
Example: DCX1-F-A -N4 DigaCom, Field Mount, 90-265 VAC Supply Voltage, NEMA 4X Enclosure

Standard 
Model #

DCX1

Specifi cations are subject to change without notice.

A     90-265 VAC
D     12-28   VDC
     

Supply
Voltage (1)

1

1
F

Ph: 1.877.FLO.LINE
      1.877.(356.5463)
Fx:  330.468.0185

Flow Line Options Corp.
9009 S. Freeway Dr. #4
Macedonia, OH 44056

Ordering Notes:
(1) Select the best confi guration based on your requirements
(2) To order the NEMA 4 Battery Powered Enclosure place p/n: AN4B at end of model number. (For Example: DCX1-F-A-N4-AN4B)

N4    NEMA 4X (IP65)
N7    NEMA 7

Enclosure Rating (2)2

2

DigaCom Field Mount 
NEMA 4X Enclosure

DigaCom NEMA 4 Battery 
Powered Enclosure

DigaCom NEMA 7 Explosion 
Proof Enclosure
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