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Connections: Screw terminals accept 12 to 22 AWG wire 
Enclosure: 1/8 DIN, high impact plastic, UL 94V-0, color: gray 
Mounting: 1/8 DIN panel cutout required. Two panel mounting bracket assemblies provided 
Tightening Torque: 
   Screw terminal connectors:4.5 lb-in (0.5 Nm) 
Overall Dimensions: 2.45" x 4.68" x 4.19" (62 x 119 x 106 mm) 
Weight: 8.0 oz (227 g) 
Warranty: 3 years parts and labor 
Extended Warranty: 1 or 2 years, refer to Price List for details  
 
Input 
Accuracy: ±0.03% of span ±1 count, square root and programmable exponent: 10-100% FS 
Function: Linear, square root, or programmable exponent 
Low-Flow Cutoff: -99999 to 99999 (-99999 disables cutoff function) 
Temperature Drift: 50 PPM/°C from -40 to 65°C ambient 
Decimal Point: Up to four decimal places (d.dddd, dd.ddd, ddd.dd, dddd.d, or ddddd) 
Calibration Range: 

Input Range: 4-20 mA 
Minimum Span Input 1 & Input 2: 0.40 mA 

Note: An Error message will appear if input 1 and input 2 signals are too close together 
Input Overload: Over current protection to 2 A max. 

PD688 Compliance Information 
Intrinsically Safe & Non-Incendive 
FM:   Class I, Div 1, 2, Groups ABCD 
         Class II, Div 1, Groups EFG 
         Class II, Div 2, Groups FG 
         Class III, Div 1, 2 
         Class I, Zone 0, Group IIC 
CSA: Class I, Div 1, 2, Groups ABCD 
         Class II, Div 1, Groups EFG 
         Class II, Div 2, Groups FG 
         Class III, Div 1, 2 
         Class I, Zone 0, Group IIC 
Note: Installation must be performed in accordance with Control Drawing LIM688-2 

Ordering Information 

Model  Description Price 
 981$ aerA efaS rof reteM lenaP derewoP-pooL 0K0-386DP

PD688-0K0  FM Approved & CSA Certified Loop-Powered Meter $289 
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