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Model PD765

Universal Process Displays 
FEATURES
• Current, Voltage, Thermocouple, & RTD Inputs  
• Shallow Depth Case 3.6" Behind Panel  
• NEMA 4X, IP65 Front
• Universal Power Supply 85-265 VAC or 90-265 VDC  
• Two Relay Options  
• 4-20 mA Analog Output Option  
• 24 VDC @ 200 mA Transmitter Power Option  
• RS-232, RS-422/485 Serial Communication Options  
• 3 Year Warranty  
• Process & Temperature
• High & Low Alarms  
• Latching or Non-Latching Relays  
• Pump Alternation Control  
• Time Delay & Fail-Safe Relays  
• Maximum & Minimum Readings  
• Data Acquisition with MeterView® Software  
• Meter Copy Feature  
• Easy Four-Button Programming and Setup with Lockout 

Capability  
• Display: 4 Digits (-1999 to 9999), 0.56 High  
• Linear or Square Root Function with Low-Flow Cutoff  
• Optional Plastic, Steel,

DETAILS 
The Model PD765 Trident Meter is an all new Universal Panel 
Meter that handles all the common process display 
applications with simplicity, reliability, accuracy and ease. It 
is factory calibrated to accept process voltage and current 
inputs, 100 ohm platinum RTDs and the four most common 
thermocouples. Setup and programming is a jumper-free, 
single switch, snap using the simple four-button 
programming method or a computer. And if there are 
multiple meters to be programmed, the Trident's Copy 
capability allows one meter's setup to be automatically 
copied to another meter!

 


